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  Precision	
  Echosounder	
  
	
  

by	
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  Ltd.	
  



Features	
  

Professional	
  Echosounder	
  for	
  Precision	
  Hydrographic	
  Survey	
  
One	
  of	
  the	
  smallest	
  in	
  the	
  market	
  with	
  full	
  electronics	
  included	
  
	
  
BackscaJer	
  data	
  along	
  full	
  water	
  columns	
  (ASCII	
  text	
  format)	
  
CompaPble	
  with	
  commercial	
  hydrographic	
  soQware	
  with	
  NMEA0183	
  format	
  
Tilt	
  sensor	
  integrated	
  (OpPonal)	
  
High	
  speed	
  communicaPon	
  rate	
  (up	
  to	
  921kbaud)	
  
VersaPle	
  adjustable	
  parameters	
  	
  

	
  Ping	
  rate	
  up	
  to	
  10	
  Hz	
  
	
  Speed	
  of	
  sound	
  

Small	
  dead	
  zone	
  (less	
  than	
  15cm)	
  



ApplicaPons	
  
Seabed	
  mapping	
  (bathymetry)	
  
Scour	
  monitoring	
  
Sediment	
  move	
  monitoring	
  
NavigaPon	
  
	
  
	
  
	
  
	
  
	
  
	
  
	
  



SpecificaPon	
  
AcousPc	
  Frequency	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  450	
  KHz 
Beam	
  width	
  	
  	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  5°	
  Conical	
  (-­‐3dB) 
Transmit	
  Pulse	
  Width	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  10µsec	
  ~	
  200µsec	
  (10µsec	
  step) 
Transmit	
  Power	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  Up	
  to	
  50	
  W,	
  Auto-­‐adjust 
TVG	
  Control	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  Up	
  to	
  60	
  dB,	
   
Gain	
  Control	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  -­‐30	
  dB	
  to	
  +30	
  dB 
Ranges	
   	
   	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  0.15	
  m	
  ~	
  100	
  m	
  (450kHz)	
  	
  	
   
Housing	
  Material 	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  Acetal(ECT/EGT),	
  Aluminum(ECS) 
Connector	
   	
   	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  SEACON	
  MCBH8MSS	
  (ECT	
  &	
  ECS) 
RepePPon	
  (Ping)	
  Rate	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  10	
  Hz	
  max 
Sampling	
  Rate	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  100	
  kHz	
  max 
Water	
  Column	
  ResoluPon	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  7.5	
  mm 
AlPmeter	
  Range	
  ResoluPon	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  1.0	
  mm 
Temperature	
  sensor	
  ResoluPon	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  0.1°C 
Tilt	
  sensor	
  integrated	
  (opPonal)	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  Dual-­‐axis	
  (Roll	
  &	
  Pitch)	
  ±90°	
   
Digital	
  output	
  interface	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  RS232/485/422	
  	
  
CommunicaPon	
  Speed	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  4800	
  ~	
  921600	
  baud	
  (115200	
  baud	
  default) 
Data	
  Output	
  Format	
   	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  Profile	
  (ADC	
  1024bit)	
  in	
  ASCII	
  Text 

	
   	
   	
   	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  NMEA0183	
  &	
  Simple	
  alPtude	
  
Power	
  Supply 	
   	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  10	
  ~	
  75	
  VDC,	
  2W	
  max	
  
Dimensions 	
   	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  ECT/EGT:	
  D56x	
  L85	
  ,	
  ECS:	
  D55xL70(w/o	
  connector)	
  
Weight 	
   	
   	
   	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  270g	
  (ECT),	
  310g	
  (ECS)	
  
	
  



ECS400	
  



ECT400	
  



EGT400	
  



Pinouts	
  



Modular	
  supply	
  	
  

For	
  Borehole	
  inspecPon,	
  AUVs,	
  SUVs,	
  Drones	
  etc. 



GUI	
  SoQware	
  



VersaPle	
  parameter	
  selng	
  	
  
	
   	
   	
  using	
  commands	
  or	
  GUI	
  soQware	
  



Coming	
  soon!!!	
  
	
  

Dual-­‐frequency	
  precision	
  Echosounders	
  
Echologger	
  ECT	
  D24/EGT	
  D24/	
  ECS	
  D24	
  
	
  
	
  

by	
  EofE	
  Ultrasonics	
  Co.,	
  Ltd.	
  


